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4G LTE Nation Wide PoC Radio ...




Type 4G LTE Nation Wide PoC Radio Frequency | Primary Diversity | SIMO1 3GPP(SIMO)
Dimension 120X95X38MM EGSM200 -~109.0dBm ! f -102.0dBm
‘Weight 2809 DCS1800 =109.0d8m [} ! =102 0dBm
Operating Voltage 12-36v DC WCDMAB1 | -110.5dBm I f -108 7dBm
4G Anlenna lli External Rod Antenna 1 WCDMA BS =110.5dBm ] [ =104.7dBm
GPS Antenna External Active Antenna WCDMA BB | =110.5dBm i I «103.7dBm
0s Linux LTE-FDD B1 -88.0dBm -88.0dBm | -101.5dBm |-86.3dBm
ACC Support LTEFDDB3  -96.5dBm | -38.5dBm | -101.5Bm |-96.3dBm
rerooms | min | msan |oroan otsan
GEM B3B8 LTE-FOD BT | -97.0dBm =87 0dBm | -88.5dBm -84 3dBm
WCDMA BA/BS/ES LTE-FODBE  -97.0d8Bm | -97.0dBm |-101.0dBm |-83.3dBm
LTE TOD B3IB/B40/B41 GFS
LTE FDD B1/83/B5/B7/B6/820 || GPSFrequency 1575 420Hz

Track:-167dBm Catch:-160dBm

LTE FDD 150Mbps (DLYS0Mbps (LIL) Sensitivity Cioki Shast 14840

LTE TDD 130Mops (DLYI0OMBbpRs (UL)

DC-HSRA+ 42Kbps (DLYS. T6Kbps (UL) Cold Start 285

WCDMA 384Kbps (DLY384Kbps (UL} _ Hot Start <105

EDGE 296Kbps (DL)236 BKbps (UL) Y S ’
GPRS 107Kbps (DL)/BS.6Kbps (UL) SBAS < 2.0m average

Output Power Valocity: 0.1 mis
Timepulse signal: RMS 30 ns

5

EGSME00 33dBm:2dB

DCS1800 30dBm+2dB Meaxirnurm Haight S0000m
WCDMA 24dBm-+1/-3dB Maximum Spead 515 mis
LTE FDD 23dBm+2dB Acceleration =46
LTE TOD 23dBm:2dB Update Froquency 110 Hz

Standard Accessories

Antenna Powar Cable Mounting Bracket GPS Antenna Mic Holder
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